Read Me Text OBEX 1.3
This set of specifications consists of one document plus errata that, together, form the IrDA OBEX (Object Exchange) Protocol Specification.  This document describes the current status of the protocol OBEX as a compact, efficient, binary protocol that enables a wide range of devices to exchange data in a simple and spontaneous manner. OBEX is being defined by members of the Infrared Data Association to interconnect the full range of devices that support IrDA protocols. It is not, however, limited to use in an IrDA environment. 

Major changes from Version 1.2 to 1.3 :

· Incorporate Errata from October 1999, January, April and July 2000 IrDA meetings.

· Incorporate Errata from January 2001 IrDA meeting.

· Incorporate Errata from November and December 2002.

· Incorporate Session Capabilities in OBEX™ version 0.14 document. 

· Removal of the OBEX Test Specification section in favor of the complete OBEX Test Specification version 1.0 document.

Also Available:  IrFM OBEX Test Specification defines the tests that are necessary to verify that a device that implements either role defined by [OBEX] is minimally compliant with the OBEX protocol.   This specification will focus on the protocol implementation and is available on the IrDA Website specifications page.
Please contact IrDA Technical Committee at information@irda.org for access to the current state of these specifications and updates concerning in-process tasks.

Thank you,

IrDA

